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FLOAT BATTERY CHARGERS
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Compliant

Seismic Zone 4
Qualification

ABS certification available
upon request

Microprocessor Control
Battery Charger
Constant potential

DC power supplies for:

* Floating & charging
stationary batteries

» Power for Industrial loads
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A combination of advanced technology microprocessor control
and performance engineered modular construction make
AT30 Series battery chargers easy to set up, easy to operate,
and easy to maintain...

Microprocessor circuits control
virtually all functions and settings
through front panel switches.

Press to choose digital display of
Volts/Amps/Equalize hours remaining.

Press to select =]

float or equalize mode.

Choose from three equalize
methods: continuous, timed,
or automatically timed
after AC interrupt.

Press to adjust voltage settings
or timer hours when in

EDIT mode. Press to test LED
lamps when in normal mode.

APPLICATIONS

* Power Generation

* Substations

+ Microwave Relay Sites
- Switchgear

* Emergency DC Power
+ DC Operated Breakers
+ Alarm Systems

* Uninterruptible Power
Systems

+ DC Control Systems
* Signal Systems

(Critical adjustments can be disabled for tamper proof operation.

DESIGN FEATURES

Modular Construction

+ Rectifier, microprocessor control,
input/output, power transformer,
filter and alarm assembilies are all
modular and easily replaceable.

Thirty-Year Life

+ All AT30 chargers are engineered
for greater than 30-year life with a
MTBF of 100,000 hours.

Trouble Diagnosis:
Less Than 60 Minutes

= Trouble Diagnosis and Repair in
an MTTR of less than 60 minutes.

= All service can be performed
from front of opened unit without
disturbing chassis or installed con-
duit.

Flexible Installation

+ All AT30 chargers can be floor
mounted.

= AT30 chargers in Style-5018
enclosure can be wall or rack
mounted.

1% digital meter shows voltage,
amperage and hours. Also displays
self-diagnostic error codes.

LED lamps indicate abnormal
conditions.

A summary relay contact or optional
individual relay contacts provide
remote indication.

Press to switch to EDIT
made and to ENTER voltage
settings and timer hours.

Fast, Online Adjustment

« Control, alarm and operating level
set points are adjusted digitally
from the front panel while on line,
without the need to vary loads or
external conditions.

Engineered for Safety
and Acceptance
* The AT30 battery charger is
designed and tested for
worldwide applications.

+ Meets NEMA PE 5-1996
specification for utility type
battery charger

* NEMA-1/1P20 type standard
enclosure

» Meets FCC requirements for part
15 subclass J class A

* Agency Approvals (for models in
Style-5018 & Style-5030 enclosures
only):

+ CSA C22.2 Certified

« Complies with UL 1012 battery
charger and UL 1564 power
supply specifications via

CSA-NRTL/C listing

* CE/IEC Compliant

« Seismic Zone 4 qualified
enclosures
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STANDARD FEATURES

* 1% Digital LED meter for Vdc, Adc,
timer hours and alarm settings

» AC On indicating light

= AC input and DC output circuit
breakers

* Float/equalize selector switch with
indicating light

- Manual equalize timer (0-255 hr.)
with indicating light

» AC line failure automatic equalize
timer (0-255 hr.) with indicating light

- Self-diagnostics

* Local or remote voltage sense with

redundancy to protect against
remote sense failure

* High dc voltage shutdown (HVSD)

* Reverse polarity protection

* Front panel controls can be disabled
for security

* MOV surge suppressors, input and
output

* CU-AL IO compression lugs

* Switchboard insulation system
number-coded wiring

» Membrane front panel

= ANSI 61 gray epoxy powder coat
finish

= Alarm assembly with local LEDs and
summary relay contact for ac failure,
dc failure, high Vdc¢, low Vdc, positive
and negative ground fault

* Redundant analog circuit for
summary alarm operates on low
dc voltage, independent of
microprocessor

- Custom parts data package and
production test data reports shipped
with each unit

* User-friendly operating manual with
standard drawings

* Quick setup sheet

OPTIONS AND
ACCESSORIES

* DC output filter per NEMA PE5-1996
30 mVrms w/battery (12/24/48Vdc)
100 mVrms w/battery (130Vdc)

- Battery eliminator filter

* Medium or high AIC circuit breakers
(see table below)

« Auxiliary alarm relay pc board
(2 form C contacts for all alarms,
solderless compression terminals,
contact rating is 0.5A @ 125 Vac/Vdc,
accepting #22-14 AWG wire)

* Copper ground pad (with CU-AL
compression lug)

* AC Input lightning arrestor

* Fungus proofing (tropicalization)
- Static proofing

* Enclosure drip shield

* External Temperature compensation
(tempco) via remote probe

* Relay rack mounting (Style-5018 only)
«Wall mounting (Style-5018 only)

* Padlock w/hasp for front panel door
* Cabinet heater assembly

* NEMA 4/12 type enclosure w/fan

« Communications module for DNP3
Level 2 or MODBUS protocols

* Forced load sharing module
(for two units of identical rating only)

* Analog ac ammeter

* Analog ac voltmeter

- Zero-center ground detection meter
* End of discharge alarm

* Battery discharge alarm

* Custom drawing package w/optional
CAD and PDF files

+ ABS certification upon request

TECHNICAL
SPECIFICATIONS

ACInput

+ Voltage
208, 240, 480 or 550 Vac 60Hz
220,380,0r416 Vac 50/60Hz

* Input Voltage Tolerance
+ 10%, - 12%

* Input Frequency Tolerance
+ 5%

+ Power Factor
0.80 typical full load

+ Efficiency
89-939% (typical at 130Vdc)

DC Qutput

- Voltage Ratings
12, 24,48, or 130 Vdc nominal

» Current Ratings
25-1000 Adc (see ratings table on
previous pages)

» Voltage Regulation
+ 0.25% for line, load and
frequency variations

» Electrical Noise/Ripple
32 dBrnC weighted
maximum on filtered units

* Surge Withstand Capability
Meets IEEE-472/ANSI C37.90a

Environmental

- Operating Ambient Temperature
32°F to 122°F (0°C to 50°C)
without derating

» Operating Altitude
3300 feet (1000 meters) above
sea level without derating

» Relative Humidity
5% to 95%
(without condensation)

* Audible Noise
Less than 65 dBA at any point 5ft
(1.5m) from any vertical surface
of enclosure

INPUT / OUTPUT PROTECTION AMPERE INTERRUPTING CAPACITY

CIRCUIT AC BREAKER DC BREAKER OPTIONAL AC OPTIONAL DC
ORDERING BREAKER RATINGS* RATINGS FUSE RATING FUSE RATING
(ODE TYPE (208/240/480 Viac) (125/250 Vo) (208-600 Vac) (12/24/48/130Vdc)
3 STANDARD 5,000 AIC 5,000 AIC
M MEDIUM AIC 25,000 AIC 10,000 AIC 200,000 AIC 20,000 AIC
H HIGH AIC 65,000 AIC 25,000 AIC

*Contact your sales representative for 500-600 Vac circuit breaker AIC ratings.
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Style-5018 Style-5030 Style-163 Style-198
AT30: Input,Output, Heat Lo

Ampere Rating 25A 30A 40A 50A 75A 100A 125A
Ordering Code 025 030 040 050 075 100 125
AC Input Voltage* 208240480 208240480 208240480 208 240480 208 240480 208 240480 208 240480
Output Voltage: 12Vdc Float Adjust: 11.0-14.5Vdc Equalize Adjust: 11.7-15.5Vdc
AC Input Amperes (nominal) 33315 5245 22 6963 86 75 3.7
AC Input Circuit Breaker 5A 5A 5A 10A 10A 5A T10A 10A 5A 15A 15A 5A
DC Output Circuit Breaker 80A 100A 150A 175A
Heat Loss -Watts (BTU/hr)** 229(783) 340(1160) 448 (1529) 560(1911)
Cabinet Style 5018 5018 5018 5030
Shipping Weight, Ib (kg)*** 160 (73) 230(105) 280 (128) 350(159)
Output Voltage: 24Vdc Float Adjust: 22-29.5Vdc Equalize Adjust: 23.4-31Vdc
AC Input Amperes (nominal) 65 56 2.8 9.7 84 42 129 11.2 56 162 14 7
AC Input Circuit Breaker 10A 10A 5A 15A 15A 5A  20A 20A 10A 25A 25A 10A
DC Output Circuit Breaker 80A 100A 150A 175A
Heat Loss - Watts (BTU/hr)** 289(987) 427 (1457) 560(1911) 700(2309)
Cabinet Style 5018 5018 5018 5030
Shipping Weight Ib (kg)*** 210(95) 260(118) 295(134) 375(170)
Output Voltage: 48Vdc Float Adjust: 44-58Vdc Equalize Adjust: 46.8-61Vdc
AC Input Amperes (nominal) 12 10.3 5.1 178 154 7.7 237 206 103 297 257 129
AC Input Circuit Breaker 15A 15A 10A 25A 25A 10A  30A 30A 15A 40A 40A 20A
DC Output Circuit Breaker 80A 100A 150A 175A
Heat Loss -Watts (BTU/hr)** 398 (1358) 584 (1994) 7621(2602) 953 (3253)
Cabinet Style 5018 5018 5018 5030
Shipping Weight Ib (kg)*** 260(118) 350(159) 410 (186) 460 (209)
QOutput Voltage: 130Vdc Float Adjust: 110-140Vdc Equalize Adjust:117-145Vdc
AC Input Amperes (nominal) 16 137 182 157 79 237 205 103 292 253 126 43 372186 56.7 49.1 246 758 65.7 329
AC Input Circuit Breaker 20A 20A 10A 25A 25A 10A  30A 30A 15A  40A 40A 20A 60A 60A 25A BOA 80A 30A 100A 100A 50A
DC Output Circuit Breaker 40A 50A 60A 80A 100A 150A 175A
Heat Loss -Watts (BTU/hr)** 361(1232) 416 (1421) 532(1817) 647 (2208) 928(3169) 1201 (4099) 1478 (5045)
Cabinet Style 5018 5018 5018 5018 5018 5030 5030
Shipping Weight, b (kg)*** 300(136) 325(148) 335(152) 360 (164) 405 (184) 580 (264) 640 (290)

*Contact factory for other ac input voltages not listed. **Heat loss is stated for nominal number of cells at float voltage and 100% current. ***Shipping weights are approxin

AT30 specifications are subject to change without notice. Models not listed (including 260 Vdc) may be available in SCR/SCRF product line; see Sales Brocht
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Enclosure Dimensiorg
CabinetStyle | 501 5030 163 198 Standard AT30 NEMA-1 Type
HH 3706 (064) | 542501378 | 6200015750 | &0.00(2032)
':'-W{r'l?'rﬁﬂrﬁ?ﬂﬁ WW [ 0900531 | 30000762 | 4L00(1067) | SEO0(1473) Enclosure Styles
T 1] 16.77 (426 1004 0486) | 240006100 30.0(763)
Mounting Dimensians MW 18504700 Ta0iTI0) | 4000i106) | 520001320) [
in"{mm} WD 9.00 (229) 15.000381) [ 18.00(457) 1800 (457) Ja lJI
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Style-5018 Style-5030 Style-163 Style-198
155, Cabinet Style & Shipping Weight
1504 2004 2504 3004 4004 SO0A 6004 BODA 10004
150 20 250 300 A 500 a0 800 1KD
206 240 480 206 240 480 206 240480 208 240 480 208 240480 08 240480 208 240 480 206 240480 208 240480
86 75 37 13812 & 173 15. 75 207109
154154 10A  20A 20A 10A 25A25A 10A  30A 30A 15A
200A 250A 350A 400A
668 (2279) 90 (3039) 1113 (3799 1327 (4531)
5030 5030 5030 5030
420(191) 490(223) 510(132) 550 (250)
124 168 84 26 224 11.2 324 28 14 388 337 168 SE49224 247 561 281 TAT 673 337 1036 898 45 1295 1122 561
25A25A 154 35A35A15A  SOASOA20A  S0A SOA 254  70A 70A 30A  100A 100A 40A  100A 100A S0A | 150A 150A 60A 175 175A 80A
200A 250A 3504 400A 5004 6004 B00A 10004 N/A
B33 (2843) 1101 (3755) 1376 (4699) 1652 (5638) 2202 (7518) 2730(9319) 3275(11183) 4367 (14910) 5450 (18538
5030 5030 5030 5030 163 163 163 198 158
440 (200 520(235) 580 (264) B0 (273) &80 (309) 740 (336) 860(391) 90 (450) 1350 (514)
356 31 154 475410 2068 593 514 57 712 61.7 309 919 823 411 N8F 1029 514 14241234 617 1899 16d6 B23 2373 2057 1029
SOA 50A 20A  60A GOA 20A  BOA B0A 35A  100A 100A 40A 125 125A 60A 150A 150A 70A |200A200A DA’ 2504 250A 1254 3004 3004 1504
2004 250A 3504 4004 5004 6004 AOOA 10004 N/A
1131 (3850) 1491 (5091) 1864 (6363 2237 (7636) 2945 (10068) 3686 (12585) 4424 (15102) SHE (20137 7373(25171)
5030 5030 5030 5030 163 163 128 198 158
480(218) 540(245) 665 (302) 750 (341) 860 (391) 1290 (586) 1410 (641) 1810(823) 2290(1,041)
909 788 2394 1209 1048 524 151 1309 654 18111559 785 2412 209 1045 3013 2510 1306 3614 3132 1566 4877 4174 2087 &01.9 5217 2608
1254 1254 504 1754 1754 7OA 2004 2004 1004 2504 2504 1004 3504 3504 1504 4004 4004 1754 NAA NOA 2004 MA N 3004 NAA M/A 3504
2004 2504 3504 4004 S004 A004 BO0A 10004 MN/A
1773 (6054) 2327 (7946) 2909 (9932 3435(11731) 4582 (15641) 5727(16552) BAT2 (23462) 9163 (31283 11271(38479)
5030 5030 163 163 163 198 198 198 158
665 (302) 750(341) 845 (384) 900 (490] 1580 (718) 1800 (818) 1950 (886) 2350 (1,068) 2750(1,250)
it
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